Subject: Clarifications on the compilation of the Italian authorizations for the international transport of goods by road regarding the indication of masses and capacities of vehicles (model D.G.M. 73 BASE)

Bilateral authorizations for the international transport of goods by road, issued on the basis of the D.G.M. 73 BASE (Figure 1), delivered by this Ministry to the corresponding foreign ministries, require (among others) indications related to the “CAPACITY / LOADING CAPACITY” and “COMPL. FULL LOAD / GROSS VEHICLE MASS ".
According to article 35 of the Vienna Road Traffic Convention of 8 November 1968 the minimum requirements for the admission of motor vehicles and trailers to international traffic set out in the vehicle registration / registration certificate (vehicle registration certificate) related to the masses are: "PERMISSIBLE MAXIMUM MASS" (or mass of the vehicle at full authorized load) and "UNLADEN MASS" (tare weight of the vehicle).

The "CAPACITY / LOADING CAPACITY" to be indicated on the Italian bilateral authorizations that provide for the fields to enter such data (Figure 1. - Field A) can therefore be calculated by the foreign operator, for compilation, as the difference between the total mass at full load and the tare weight, if only these data are present on the registration certificate.
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DESTINAZIONE O TRANSITO A MINISTERO DELLE INFRASTRUTTURE
DESTINATION OR TRANSIT Ya E DEI TRASPORTI
(papi AUTORIZZAZIONE A VIAGGIO / JOURNEY AUTHORIZATION N. / 000000
RESTRICTIONS: ITALIA
ITALY
PER I TRASPORTI INTERNAZIONALI DI MERCI
FOR THE INTERNATIONAL CARRIAGE OF GOODS BY ROAD
contoTERZI []
CONTO PROPRIO [
NUMERO DEI VIAGGI AUTORIZZATI (andata ¢ ritorno): 1 (UNO) avuoro [
NUMBER OF JOURNEYS AUTHORIZED (outward and return): 1 (One)
NOME DELLIMPRENDITORE / NAME OF THE FIRM /
RESIDENZA / RESIDENCE
TARGA VEICOLI/ VEHICLES REGISTRATION NUMBER PORTATA UTILE / LOADING CAPACITY MASSA COMPL. PIENO CARICO / GROSS VEHICLE MASS
LUOGO DI RILASCIO / ISSUED IN / DATA / DATE /

(FIRMA E TIMBRO DELL'ORGANISMO CHE RILASCIA L'AUTORIZZAZIONE)

2 ConTRroL CODE:
(SIGNATURE AND STAMP OF THE ISSUING AUTHORIZATION AGENCY)

000000

90 giorni dalla prima data di ingresso in Itali

izio di

ia. Il vettore deve obbligatoriamente compilare questa sezione prima degli ingressi in Italia e all

jascun viaggio di uscita

vmm 90 days from the first date of entry in Italy. The carrier must fill in mandatorily this section prior to any entrance in Italy and at the beginning of each exit journey from Italy




Figure 1 model D.G.M. 73 BASE
Indication of the loading capacity - Figure 1. Field A

Distinguishing the case of road train and articulated lorry,

In the case of:

• Road train, the indication of payload must be expressed by means of two separate addenda referring to the two payloads of the truck and trailer Eg. 10000 + 16000 (Kg or other unit of mass measurement, eg. Tons).

• Articulated lorry, the payload is intended to be expressed as the only value referable to the semitrailer. Ex. 19000 (kg or other unit of mass measurement, e.g. tons).

Indication of the total mass at full load - Figure 1. Field B

Also in the indication of the total mass at full load, the considerations seen above apply, therefore in the case of:

• Road train, the indication of the total mass at full load must be expressed by means of two separate addends referring to the two total masses at full load of the truck and the trailer Eg. 14000 + 16000 (Kg or other unit of measurement of mass, eg. tons).

• Articulated lorry, the indication of the total mass at full load must be expressed by means of two separate addenda referring respectively to the total masses of the tractor and of the semitrailer Eg 7000 + 22000 (Kg or other unit of mass measurement, eg tons). 
Possible replacement of the semitrailer

In the practice of transport, also for the purpose of logistic optimization it is useful and practicable to replace the semi-trailer eg. on the return journey, if permitted by the specific bilateral agreement. In any case, although there is no dedicated space in the authorization, the indication of the data of the new license plate is mandatory; eg. in the lower part of the fields already filled in, if necessary optionally preceded or followed by the words "CHANGED" or "CHANGE" or any other writing useful for understanding the replacement of the semi-trailer.

On the other hand, with reference to the mass / capacity, the data related to the “new” semitrailer can be transcribed, likewise preferably under the field containing the data relating to the first towed semitrailer.
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